PU INJECT

Adalah Polyruthane Foam satu komponen. Hal ini didasarkan pada gas dan pra-poiler Poliruetan
MID (Methulene Diphenyl Isocyanine) Sistem ini hanya akan bereaksi ketika kontak dengan udara
akan menghasilkan busa Poliruiten yang cepat dan dapat menutup pada bagian yang retak, rongga maupun
kebocoran dibawah tekanan hydrostatik. penggunaan busa dapat menjadi cara yang sangat
efektif menutup rembesan atau kerusakan

TEKNIKAL DATA

® Beton rusak (retak & keropos seperti
sarang lebah)

@ Sendi pada beton/kongkret

@ Tangki air minum dan tangki reservoir,
tangki air limbah

® selokan, manholes, kotak utilitas dll

® bendungan dan kanal yangterbuat dari
kongkret/beton

@ Terowongan yangterbuat dari kongkret
/beton

@ Batu bata/batu masionary

® Pipa penetrasi

Teknikal Data

NO. CRITERION RESULTS
1 Specific Gravity @ 23°C 18
2 Viscosity (@ 23°C 250 to 350 cps
3 NCO Value 123 t0 12.7
4 Density after curing 0.080 to 0.120 g/em?
5 Foaming Ratio (Expansion Rate) 15 t0 40 times
6 Reaction Time (Mix with 2% water) 20 to 40 seconds
73 Toxicity Non-toxic
8 Reinforced corrgsion None
5 Flash point (ASTM D 93) =100°C
10 Normal reaction time 80 to 90 seconds

Manufacture and Distributor of Specialty Chemical of Sealant, Adhesive, Additives, Waterproofing, Grout & Hardware Products
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